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PROPOSED ELEVATIONS:  
FIRST FLOOR = 957.40 
TOP OF FOUNDATION = 955.60 
GARAGE FLOOR = 955.10 
BASEMENT FLOOR (FB) = 946.60 

LOT AREA SQUARE FOOTAGE: 
10123 SQUARE FEET 

APPROXIMATE SQUARE FOOTAGE*.  
PROPOSED BUILDING AREA = 2123 
PROPOSED DRIVEWAY AREA = 1430 

LEGAL DESCRIPTION:  
Lot 19 and the South Half of Lot 20, Block 11, NORMAN DALE 
SECOND ADDITION, according to the recorded plat thereof, on 
file and of record in the Office of the Hennepin County 
Recorder. 
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CONCRETE SURFACE 

-OHU-  OVERHEAD UTILITIES 

SET BACK REQUIREMENTS:  
— 50.1' (FRONT SETBACK IS THE AVERAGE OF THE 

FRONT STREET SETBACKS OF THE DWELLING UNITS 
ON THE TWO ABUTTING LOTS) 

— 10' GARAGE SIDE SETBACK 
— 13.22' HOUSE SIDE (MINIMUM 10' SIDE HOUSE TO 

PROPERTY LINE. THE REQUIRED SIDE YARD SETBACK 
IS INCREASED BY 6 INCHES FOR EACH FOOT THE 
BUILDING EXCEEDS 15'.) 

— 25' REAR HOUSE TO PROPERTY LINE 

SURVEYOR:  
Stonebrooke Engineering, Inc. 
12279 Nicollet Ave. S. 
Burnsville, MN 55337 
Phone: 952-402-9202 
Fax: 952-403-6803 
www.stonebrookeengineering.com  
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